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1.  Summary of Accomplishments 
 

Contract:  F41624-02-D-7003, Order 009 - Optical Radiation Bioeffects 

TO9 Final Report, Data Item A014 

 

Introduction 

During the period of performance on TO 009, Northrop Grumman (NG) and the 

technical staff at 711
th

 HPW/RHDO participated in a diverse set of bioeffects projects.  The 

level of technical support provided by NG scientists and engineers depended greatly upon 

the roles identified by the Bioeffects Integrated Product Team.  Projects for which NG 

Senior Scientists provided direct team leadership included those studying laser damage 

thresholds in either animal (Bridging, HEL, Laser Glare Systems [LGS], Laser Induced 

Plasma [LIP], OFT, LSAP, and THz) or in vitro (Air Force Office of Scientific Research 

[AFOSR], LIP) model systems.   

 

The NG in vitro bioeffects team participated at all levels in the Air Force Office of 

Scientific Research (AFOSR) funded projects, including co-authorship of a successful 

follow on Laboratory Research Initiation Request (LRIR) in 2004.  Support of this, the 

longest running program during the contract period, generated a great deal of data, results 

and publications.   

 

Northrop Grumman scientists participated in local and international conferences and 

workshops on topics in biophotonics, computational modeling, and laser safety and damage 

mechanisms.  The team continued to strengthen existing collaborations with scientists 

around the world (USAMRD, UT Austin, UT Medical Branch, UTHSCSA, UTSA, Fort 

Hays State University, Colorado State University, Duke, Vanderbilt, and the Lübeck 

Medical Laser Center in Lübeck, Germany), while supporting new collaborations initiated 

by NG and RHDO (UTSA, Clemson, and the University of Wisconsin, Milwaukee).   

 

Cognizant of future AF scientific needs, the Laser Bioeffects Team has played an 

integral role in laser damage threshold assessment at wavelengths unique to specific 

military applications, such as the high-energy laser (HEL) systems.  As new systems 

become available with greater and greater power outputs, it has been vital to follow laser 

damage as a function of both wavelength and beam diameter.  In addition, using novel 

approaches in the laboratory, the team has recently made progress in the understanding of 

fundamental physical properties of laser tissue-interaction (thermal damage processes and 

thermal lensing). 

 

Finally, both the Summer Faculty (ASEE Fellowship) and Student Internship programs 

at RHDO have provided an enormous opportunity for scientists and students to learn new 

concepts and methods useful in the study of laser bioeffects, and to become involved in 

mentorships at the academic level.  The overall efforts of the Laser Bioeffects IPT have 

truly provided an environment of scientific growth among its members, while providing the 

AF with quality 6.1, 6.2 and 6.3 levels of research.  
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The animals involved in this study were procured, maintained, and used in accordance 

with the Federal Animal Welfare Act, "Guide for the Care and Use of Laboratory Animals," 

prepared by the Institute of Laboratory Animal Resources National Research Council, and 

DoD Regulation 40-33 Secnavinst 3900.38C AFMAN 40-401(1) DARPAINST 18 

USUHSINST 3203 “The Care and Use of Laboratory animals in DOD Programs.” Brooks 

City-Base, TX has been fully accredited by the Association for Assessment and 

Accreditation of Laboratory Animal Care, International (AAALAC) since 1967. 

 

1.01  AFOSR Projects   

On Task Order 009, the in vitro Bioeffects Team continued their basic research of 

laser-tissue interactions using the novel cell culture-based retinal model.  In fact, the team 

used the overall concept of in vitro bioeffects models when extending their work to include 

laser exposures of corneal simulants for the LIP project and measurement of optical 

properties for the LGS project.  The methodology for generating and using the in vitro 

retinal model, as well as detailed analyses of the data resulting from experiments using the 

model, can be found in a companion AF Technical Report,
1
 “An In Vitro Approach to Laser 

Bioeffects.”   

 

A general description of the in vitro retinal model is as follows.  The human retinal 

pigment epithelial (RPE) cell line named hTERT-RPE1 was previously immortalized by 

transfection with the human telomerase gene.  These cells have retained their phagocytic 

properties and can be made artificially pigmented by placing exogenously isolated 

melanosome particles (MPs) in the culture medium.  When we grow these cells in wells of 

microtiter plates using consistent plating density and a strict schedule for  artificial 

pigmentation and laser exposure, we have an in vitro model with high cellular viability that 

has trends in damage thresholds (wavelength and exposure duration) similar to those found 

in animal models.   

 

There were multiple ongoing AFOSR research projects during the period of 

performance of TO 009.  A quick list of projects and experiments we worked on under the 

AFOSR program includes adaptive responses for protection against laser damage, effects of 

pigmentation, laser wavelength and exposure duration on in vitro laser damage thresholds, 

photothermal and photochemical damage mechanisms, computational simulations of in 

vitro laser exposures, high-speed microthermography coupled with damage localization, 

and the characterization of the optical properties of the in vitro retinal model.  Again, for a 

more detailed description of these experiments and their results, we refer you to our 

companion AF Technical Report.
1
 In the descriptions below our typical in vitro model 

(consistent level of artificial pigmentation) was used unless specifically stated otherwise.   

 

Key Technological Advances 

Upon completion of the 4.5 year period of performance of TO 009, the In Vitro 

Bioeffects Team had made some key technological advances that revolutionized the way 

data was collected, which in turn helped to validate the scientific data by reducing 

uncertainty and experimental variance.  Using imaging techniques and a laser beam shaper, 

we were able to deliver excellent flat-top beam profiles to the cultured cells.  Video 

microscopes were constructed so that alignment and centering of laser beams in the 
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microtiter culture dishes were optimized.  Complex LabVIEW programs allowed for 

sample placement and movement (x-y translational stages) with resolution to within a 

micron.  To provide an environment suitable for chronic laser exposures, while keeping 

control (unexposed) cells viable, we converted a typical cell culture incubator to allow laser 

delivery (Figure 1a).  Building upon the necessity of variable, yet consistent ambient 

temperature and relative humidity, we constructed our own environmentally controlled 

laser enclosure (Figure 1b).  Finally, to allow real-time thermography of laser exposure of 

cells, we built an environmentally controlled laser enclosure having a ledge and optical 

window (Figure 1c).  

Figure  1.  Progression of technology used for chronic laser exposures to cultured cells. a) modified culture 

incubator for delivery of two laser beams from the top, b) novel use of a “glove box” containing a high-capacity air 

heater and a system for stabilizing relative humidity at 60-70%,       c) modified glove box to include special shelf 

design to enable thermal imaging of cells during laser exposure. d) Typical laser delivery to rear of enclosure, 

including a beam shaper (red circle) to generate flat-top beam profile. Note that in each of the advancements away 

from exposures on the optics table, methods for sample movement and registration were still required. e) Laser 

beam delivery to cells in culture dish using computer-driven x-y translational stages. Notice mechanical shutter, 

turning mirror, and focusing lens.  The output of the beam shaper was imaged to the cells using a variety of 

magnification arrangements. 
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In one experiment (Nonlinear NIR Oxidation), we needed to devise a method for 

performing time-lapse fluorescence detection with quantification.  We satisfied this need by 

modifying an existing off-the-shelf confocal microscope to what we termed the Confocal 

Laser-Damage Imaging System (CL-DIS).  Figure 2 shows the key features of the CL-DIS, 

to include a very long working distance microscope objective (Mitutoyo) with a turning 

optic suspended just beneath.  This configuration allowed the confocal detection of 

fluorescence from labeled cells at various intervals during laser exposure.  In addition, we 

needed to expose the non-pigmented RPE cells with a mode-locked NIR beam with the 

shortest pulses possible and so a pulse compressor was constructed (also shown in Fig. 2).   

 

In addition, our modifications to the 

confocal microscope included the conversion 

to a multiphoton microscope.  We delivered 

the pulse-compensated output of the Mai Tai 

laser through the confocal scan head and 

successfully generated 2-photon excited 

fluorescence images.   

 

In the summers of 2007 and 2008, with the 

help of Dr. Yakovlev (ASEE Fellow at 711
th 

HPW/RHDO), our lab collected 1-D and 2-D 

Raman spectra of our pigmented RPE cells 

(cytoplasm, nuclei, melanosomes).
2-6 

These 

technological advancements to our lab has 

opened many doors for the spectral analyses 

of laser-tissue interactions. 

 

 

 
Figure 2 The optical layout for the Nonlinear NIR 

Oxidation experiment. The confocal microscope, having a long-

working distance objective and 4 mm prism (beam turning 

optic) is the CL-DIS. 

 

The most significant technological advancement for the in vitro Laser Bioeffects Group 

was our ability to overlay a high magnification IR thermal image with the corresponding 

fluorescence damage image for a given laser exposure.  By ensuring proper registration 

between the two images during the overlay process, we were able to identify cells around 

the boundary of cell death caused by the laser and characterize their “threshold” 

temperature-time history.  The overall process is quite complex and required some unique 

image analyses, including the identification of ROIs, automated data mining of thermal 

images, and the writing of a LabVIEW program that can read and extract thermal data from 

IR movies of laser exposures. 

 

Research Summary 

A primary research goal for the AFOSR projects was to determine whether hormetic 

responses, capable of protecting cells from the damaging effects of laser exposure, can be 
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elicited using either photochemical or thermal methods.  Our group spent considerable time 

and effort in the search for adaptive response conditions that provided a positive response 

of cellular protection against a subsequent damaging laser exposure.  We began our search 

for preconditioning (PC) using a 1-hr hyperthermia (42 °C) treatment and assayed for 

protection against photochemically induced apoptosis.  Our initial result showed substantial 

protection, but as we repeated the experiment it became more and more clear that the effect 

we were observing was a migration of healthy cells from outside of the laser exposure site 

onto overtly killed cells in the laser kill zone.  These results were published as a SPIE 

Proceedings manuscript.
3
   

 

   

 
Figure  3 Preconditioning with hydrogen peroxide protects against subsequent nonlinear multiphoton oxidation.  

After incubation at 37 oC in serum-free DMEM medium without (Panel A) or with (Panel B) 200 µM H2O2, 

hTERT-RPE1 cells (without pigment) were preloaded with 25 µM CM-H2DCFDA (oxidation sensitive fluorescent 

dye), and then exposed to 810-nm mode-locked laser (Mai Tai) at our in situ laser-damage imaging system (CL-

DIS).  After subtraction of background fluorescence for each image in the time-lapse sequence, fluorescence from 

the 0-min time points were subtracted from the 10-min time points for media alone or 200 µM H2O2 (images 

represented in insets A and B, respectively) and quantified using SimplePCI software (C-Imaging Systems) and 

represented as shown in the graph.  Sampling was 7 replicates for each sample type and images were those closest 

in value to the average fluorescence. 

 

The only experiment showing a true adaptive response was when the chemical oxidant, 

hydrogen peroxide, was used to protect non-pigmented cultured hTERT-REP1 cells from 

subsequent nonlinear (NIR mode-locked) photo-oxidation.  Figure 3 shows about a 7-fold 

reduction in the production of photo-oxidation products (fluorescence intensity) when the 

cells were preconditioned with 200 µM hydrogen peroxide.  This was primarily a “proof of 



6 

DISTRIBUTION A. Approved for public release; distribution unlimited   

 

concept” experiment, but because the RPE cells had no pigmentation, it was determined 

that there was insufficient AF relevance to pursue further this line of investigation. 

 

It is likely that a very narrow range of temperature separates the three response 

outcomes of heating the cells during PC (no effect, adaptive responses, and cellular 

damage).  In the next phase of our hormesis project we attempted to use a photochemical 

preconditioning scheme, with the idea that the effective range of dose (radiant exposure) 

leading to adaptive response was broader than that of a thermal process.  For simplicity, we 

also challenged the cells with a dose of photochemical exposure.  In general (Figure 4), the 

concept was to induce low-level photochemical oxidation in a 2.5 mm diameter area in the 

center of a well of a 48-well plate, and then the next day expose the center of the 2.5 mm 

PC region with precise placement of a 0.3 mm diameter beam at damaging irradiances 

(challenge).  Our group used optical methods to ensure proper size and alignment of the 

beams.  We also incorporated a new piece of equipment, an environmentally controlled 

enclosure, to stabilize ambient temperature (Figure 1b) during the laser exposures. 

 

 
Figure  4 Photochemical preconditioning scheme.  

Graphic shows large and small beam configuration, 

giving the exposure-within-an-exposure laser 

challenge.  

 

In our preliminary studies of damage 

assessment we found that, although they 

were of the same wavelength (413 nm) and 

exposure duration (100 s), exposures from 

the two different beam diameters had a drastic difference in the cellular sensitivity.  The 

2.5-mm beam had a threshold ED50 value 2.9-fold lower than that of the 0.3-mm beam.  

From previous studies using the 0.3-mm beam at 413 nm, we were confident that the 

damage mechanism was entirely photochemical, so this spot-size-dependent result implied 

that there was some (substantial) thermal damage processes occurring during exposure to 

the large beam.  In either event, we had baseline ED50 values for exposure to the two beam 

diameters, which gave us reference points for preconditioning (staying well below the ED50 

of the large beam) and challenge (staying around or above the ED50 of the small beam).  

Preconditioning with irradiances of 0.25 x ED50 and lower was expected to not generate 

thermal effects.   

 

Once the details were entirely worked out for the exposure-within-an-exposure method, 

and the ED50 thresholds determined, we commenced to identify PC irradiances (large beam) 

that would provide protection from the laser challenge exposure (small beam).  Our first 

approach used the fractional damage area relative to the area of the laser beam as the metric 

for damage.  Using various PC irradiances over a range of more than 2 orders of magnitude, 

we could not find statistically significant protection from challenge exposures.  We also 

used “frequency of damage,” hoping that it was a more sensitive metric for protection.  

After 16 replicates (using an ED45 irradiance challenge), there was a subtle consistency in 

response at around 0.2 W/cm
2
 preconditioning irradiance.  As a final attempt, we 

determined the threshold ED50 value of control and preconditioned (0.2 W/cm
2
) cells and 
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found no statistical difference.  Collectively, these results were presented in our poster
7
 at 

ARVO in 2007.   

 

As a final chapter in the hormesis project, very recent results from a different AFOSR 

project (microthermography) have indicated that the efficacy of the process of hyperthermia 

preconditioning is highly dependent upon the pigmented state of the RPE cells.  

Specifically, when the MPs are present in the cells during a preconditioning scheme 

identical to that used in the hormesis experiments, the cells were five (5) times more 

sensitive to the damaging effects of laser exposure using a large beam (0.93 mm) at 514 

nm.  However, when the cells and MPs were thermally preconditioned separately (and 

added together 1 hr later) there was nearly a five (5) fold decrease in damage sensitivity 

relative to non-heat treated controls.  Thus, an obvious experimental design in any follow-

on proposal to study hormetic responses of cells to laser damage would include a 

characterization of the pigmented state of the cells at the time of preconditioning. 

 

Although hormetic protection from laser exposure was a substantial portion of the 2004 

LRIR, there were several other AFOSR projects (with less risk) that contributed to 

publications in the field of laser-tissue interactions.  The mode-locked versus CW laser 

experiment was designed to identify if the high peak-powers in a mode-locked blue (458 

nm) laser would result in damage at lower irradiances relative to a CW beam of the same 

wavelength.  We used the incubator setup shown in Figure 1a, which allowed us to extend 

the laser exposures to 60 min without loss of cell viability in control wells.  These 

conditions ensured we were looking only at photochemical damage mechanisms.  Our 

findings, which were published in a SPIE Proceedings,
8
 and the journal IOVS,

9
 indicated no 

differences in threshold ED50 values between mode-locked and CW beam exposures.  The 

variance between the ED50 and 95% confidence interval values was consistently about 4%, 

which is a testament to the utility of “fixing” the ambient temperature with the incubator 

setup, although the chronic nature of the exposure could have also contributed to the low 

variability.   

 

Another noteworthy AFOSR project was one in which we determined the threshold 

irradiance for photo-oxidation by a mode-locked NIR laser.  This 2-photon excited (2-PE) 

process was monitored by fluorescence imaging of oxidation sensitive dyes in real time 

with laser exposure.  The confocal laser-damage imaging system (CL-DIS) provided a 

means of confocal imaging laser exposed cells undergoing photo-oxidation (Figure 2).  

Using a kinetics approach, we found that the threshold irradiance (dispersion compensated 

90 fs, mode-locked laser light at 810 nm) for this subtle, yet biologically important 2-PE 

event (photo-oxidation) was surprisingly low; 8.4 x 10
8
 W/cm

2
 (3.4 x 10

27
 photons/cm

2
/s).  

These results were published in an ARVO poster,
10

 an oral presentation at the San Antonio 

Biophotonics Symposium,
11

 SPIE Proceedings,
12,13

 and in the Journal of Microscopy.
14

   

 

Using laser damage thresholds as our endpoint, we characterized the sensitivity of the 

in vitro retinal model to changes in cellular pigmentation, laser wavelength, and laser 

exposure duration.
15-18

  By determining threshold ED50 irradiances within a range of 

wavelength and exposure duration used in animal studies, we could get a measure of 

validity of the in vitro model.   Of course, the added bonus of the study is that, just as in the 
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in vivo studies, this parameter space is helpful in identifying transitions to and from 

photothermal and photochemical damage mechanisms.  Some of the key findings of our in 

vitro Baseline ED50 study are presented here. 

 

Figure 5 shows a comparison of action spectra for the in vitro and animal laser damage 

thresholds.  The trends in the damage thresholds in the animal data (Panel c) were similar to 

the trends found in the artificial retinal model (Panel a) when the pigmentation is modest 

(160 MPs/cell).  Notice how increasing the amount of pigmentation in the cultured RPE 

cells causes the cells to become more sensitive to the effects of the laser exposure (ED50 

values are lower), but the damage trends as a function of wavelength and exposure duration 

are no longer comparable with the animal model (Panel b).  The laser diameters for the in 

vitro (0.3 mm) and in vivo (0.5 mm) studies were comparable.  Overall, we found that 10 s 

and 514 nm are the pivotal exposure duration and wavelength for transition to 

photochemical damage processes.   

 
Figure  5 Action spectra (inverse irradiance thresholds) for laser damage in the in vitro retinal model. 

Pigmentation: (a) 160 MPs/cell or (b) 1600 MPs/cell, and in (c) the rhesus animal model (Figure taken from 

reference 14).   

 

 

 The data shown in Figure 5 were obtained at the optical bench at ambient temperatures.  

The room temperature fluctuated from day to day and week to week.  This caused 

considerable variability in our threshold values (we set our maximum variance between the 

ED50 and 95 % confidence interval values to 25 %).  In part, the variability of data in this 

study was the impetus for creating the environmentally controlled growth/laser exposure 

chambers described in Figure 1.   

 

The in vitro retinal model has some limitations.  We have found it best to use the 

model in comparative studies because actual threshold ED50 values can vary depending 

upon parameters such as cell density, the “age” of the cells (both in culture and number of 

population doublings), and the use of different batches of isolated MPs used for artificially 

pigmenting the hTERT-RPE1 cells.  Thus, each time we started a new line of investigation 

with the model we would perform all appropriate controls, and generate the appropriate 

baseline ED50 values for comparison.  It was also important to report the MP batch and 

ambient temperature for each study.  When possible, we tried to finish each stand-alone 

study within the span of couple of weeks or so.   
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An excellent example of a “stand-alone” study was the Photochemical and 

Photothermal Damage at 413-nm project.  This was a follow-on study to the Baseline ED50 

study shown in Figure 5.  Here, we wanted to expand the range of exposure durations 

between 10 s and 100 s at 413 nm to more accurately identify the point of transition from 

photothermal to photochemical damage, and we used the exposure enclosure shown in 

Figure 1b.  Another difference was that we used cells grown in 48-well plates, rather than 

the 96-well plates for the Baseline ED50 study.  This project was also a satellite study to the 

photochemical preconditioning experiment, also using the exposure enclosure.  This is why 

we report the chronic (100 s and 200 s) exposures of both a 0.3-mm and 2.5-mm diameter 

beam.   

 

Figure 6 summarizes our results of the Photochemical and Photothermal Damage at 

413-nm project.  The salient features of study include the continuing extension of the power 

function in the Temporal Action Profile (Panel b) between 0.1 and 60 s, the rapid change to 

photochemical damage from 100 – 200 s exposures, and the lack of irradiance reciprocity 

for the 2.5-mm beam.   

 
Figure  6 Temporal action profile for in vitro thresholds at 413 nm.  Data represent the Probit-determined ED50 

values for exposures to a 0.3-mm (solid line) or a 2.5-mm (dashed line) diameter beam.   

 

 

 

 

 

 

 

 

 

 

 
 

 

 

 Drastic change in damage mechanism to 

one that is purely photochemical  
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Figure  7 Simulated temperatures (BTEC Thermal Model) of the ED50 irradiance values for the laser exposures of 

the Photochemical and Photothermal Damage at 413-nm project (413 nm, 48-well plates, 36 °C ambient 

temperature).  Notice the much higher temperatures associated with the 100 s and 200 s exposures using the 2.5-

mm beam (Panel c). Panel d indicates that the exposures longer than 1 s came to thermal equilibrium (linear 

portion).  

 

Additionally, we used the BTEC thermal model to simulate temperature rises for all of 

the in vitro laser exposures at 413 nm.  The simulations (Figure 7) agreed well with 

expected temperature rises for thermal, photochemical, and mixed damage processes.  

Notice that the 20 s, 40 s, and 60 s exposure simulations indicate a substantial thermal 

component, which would be expected for their damage thresholds to remain on the power 

curve in Figure 6 b.   

 

As the final touches on the thermal simulations project, we verified that the simulations 

in 96-well plates (for the same exposure duration) were similar to those of the 48-well plate 

simulations.  Finally, as a positive control for a purely photothermal damage process in the 

in vitro system, we compared the 0.1 s exposure simulations (ED50 irradiance values) for 

532 nm with those of the 413 nm exposures.  Figure 8 shows that the same thermal profile 

is needed to kill the pigmented RPE cells for a 0.1 s exposure, regardless of the wavelength, 

plate dimensions, boundary conditions, and ambient temperature.  This result really 

validates the computational modeling abilities at 711
th

 HPW/RHDO.  The results of this 

study have been published in a SPIE Proceedings
15

 and are written in a manuscript for 

submission to the Journal of Biomedical Optics.
19
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Figure  8 Simulated temperatures (BTEC Thermal Model) of the ED50 irradiance values for 0.1 s exposures in the 

Photochemical and Photothermal Damage at 413-nm project (48-well plate, 0.3-mm beam, 413 nm, 36 °C ambient 

temperature, 100 µm depth of aqueous buffer) and Baseline ED50 Study (96-well plate, 0.25-mm beam, 413 nm 

[small dashes] or 532 nm [long dashes], 22 °C ambient temperature, 4-mm depth of aqueous buffer).   

 

 We took advantage of the availability of RPE cell lines derived from mouse models for 

superoxide dismutase (SOD) deficiency in a study to determine the role (if any) of SOD1 

(cytoplasmic origin) and SOD2 (mitochondrial origin) in the photochemical toxicity from 

100 s exposures at 413 nm.  This project (Photochemical Damage in SOD-deficient RPE 

Cells) was an extension of the Photochemical and Photothermal Damage at 413-nm project 

(0.3-mm beam diameter 100 s exposures).  The cells, from a wild-type mouse (wt), a +/- 

hemizygous SOD1-deficient (transgenic) mouse, and a +/- hemizygous SOD2-deficient 

(transgenic) mouse, were all kind gifts from Dr. Ferrington, from the University of 

Minnesota.   

 

The initial theory was that if an SOD enzyme were in limited supply (e.g. 50 % 

reduction found in hemizygous states) the threshold ED50 irradiance would be lower 

relative to the wt ED50 because SOD enzymes help the cell remove oxidative stress 

(superoxide molecules).  However, as shown if Figure 9, there was an odd result which 

caused us to change our hypothesis.   

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Figure  9 Threshold ED50 values for the artificially pigmented human and murine RPE cells.  Laser exposure 

conditions:  413 nm, 0.3-mm beam diameter, 100 s exposure duration. 
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 The striking resistance (2-fold increase in ED50 value) to photochemical damage in the 

SOD2-deficient mouse cells was a result directly opposite to our initial hypothesis.  To 

validate this result, we used Western blot analysis of the proteins from each of the cell types 

(Table 1).  The quantification results (using densitometry in the Gel Documentation device) 

of the blots show that the SOD-deficient mouse cells had a reduction in their respective 

proteins by about 50 %.   

 
 

Table 1 Quantifiable Western blot analysis of cell cultures for SOD1 and SOD2 enzymes.  

 

          murine RPE cells      

Ab     hTERT-RPE1  wt SOD1 defic SOD2 defic  

SOD1      52.5%       100% 60.5%    85.1% 

SOD2    147.2%       100% 90.8%    50.1% 

 

 

 From Table 1, and the fact that the ED50 irradiance for the hTERT-RPE1 cells was the 

same as the wt murine cells, neither SOD1 nor SOD2 are directly involved in the response 

to photo-oxidation at 413 nm.  Our new hypothesis is that the long-term (transgenic means 

from conception) deficiency of the SOD2 enzyme generated a heightened level of 

superoxide in the cells, which at some point elicited an adaptive response that effectively 

caused a compensatory shift in a different anti-oxidant pathway.  There was apparently not 

a similar adaptive response in cells deficient in the SOD1 enzyme.  This work has been 

published in a SPIE Proceedings paper
20

 and a poster
21

 at ARVO.   

 

 The last body of work in the AFOSR projects is the Microthermography during Laser 

Exposures at 514 nm project.  The simplicity of the concept behind the Microthermography 

project is in sharp contrast to the complexity of the technical capabilities required to 

achieve the experimental aim.  The goal was to record the thermal response of cultured cells 

in real time with a laser pulse (1 s or less) at high speed and high magnification, and 

somehow couple this pixel-for-pixel information with the cellular viability outcomes of the 

exposed cell monolayer.  We used the 514-nm line from a large-frame argon laser and 

imaged it such that a 0.93-mm diameter beam occurred at the cell monolayer.  To be sure, 

there was much more information that can be extracted from this form of data collection, 

but our primary interest was in the threshold metric (thermal) that causes cellular death.  

Some of the greatest technical challenges involved; getting the cells in co-focality with the 

IR and video cameras, laser beam delivery without interfering with the IR and video 

imaging, the quick removal and delivery of buffer above the cells before and after laser 

exposure, ensure consistent ambient temperature for all exposures, proper black-body 

calibration of the IR camera, counteracting the inherent electronic “drift” of the IR camera 

during experiments, extracting thermal data from FLIR movies (whole frames versus region 

of interest [ROI], batch extraction of thermal data from dozens of movies, and how to 

accurately register pixels of IR and fluorescence (damage) images to allow for proper 

overlay.   

 

Each of these items, and the many not listed, had to be resolved before achieving the 

final goal for this analysis – identifying which pixel in a thermal movie of a short laser 
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exposure corresponds to a cell at the very boundary of death (threshold cell).  The ambient 

temperature and relative humidity (helped keep the cells moist during the exposure) was 

held constant by using the environmentally controlled laser enclosure (Figure 1c).  We 

believe that all the appropriate controls and calibrations were performed correctly. 

 

With only a few exceptions, we recorded thermal and video movies during every laser 

exposure (>500), and we assessed each well 1 hr post-exposure for viability using 

fluorescent indicator dyes.  Our data sets include a full ED50 damage threshold series for 0.1 

s, 0.25 s, and 1.0 s exposures, a time course for damage at several irradiances (exposure 

durations of 0.025 – 1.0 s), and a preconditioning experiment.  The ED50 thresholds 

followed the expected trend (decreasing ED50 irradiance as exposure duration increases), 

but fitting the data to temporal action profile (such as Figure 6 b) means little considering 

the range of time was only one order of magnitude.  We did, however, observe interesting 

trends when plotting the data in terms of integrated temperature rise (ΔTint) and average 

temperature rise (ΔTave).  We define the ΔTave as, 

 
                                                        Equation 1 

 

 
where                         Equation 2 

 

and   In = spatial temp map for frame n,   and   tn = integration time for frame n 

 

 

In general terms, the ΔTint for a given pixel in a thermal movie is the summed 

temperature of that pixel for a series of frames (such as during the laser exposure), 

multiplied by the time interval between frames (0.00125 s for 800 fps).  To obtain the 

ΔTave, we simply divided by the period of time we summed the temperature rises of the 

pixel.  We simplified things by always summing the temperature rises over the duration of 

the laser exposure.  In other analyses, we measure the ΔTint for a full frame or from the 

pixels defined by an ROI. 

 

Our first look at the thermal data was to identify the pixel corresponding to the greatest 

temperature rise during each exposure and determined its ΔTint (single-point approach).  

This value was plotted against the radiant exposure of the exposure for which it was derived 

(Figure 10).  We included in the figure whether or not the exposure led to a damage 
response (closed versus open symbols).   
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Figure  10 ΔTint versus radiant exposure (single-point analysis).  The temperature rise-time product of the hottest 

pixel (within laser exposure site) was summed over the course of the laser duration and plotted against the 

corresponding radiant exposure for that exposure.  Included is information regarding the damage outcome of each 

exposure.   

 

 Notice that there is a logical value of ΔTint for each exposure duration that can be used 

to separate the undamaged and damaged events, and is thus a rough estimate of a threshold 

value for cellular death.  When we plotted these “estimated” threshold ΔTint values with 

respect to their exposure duration we found a linear relationship (inset to Figure 10), and 

the slope of the line (14 °C) represents the average threshold temperature rise for all three 

exposure durations (the threshold ΔTave).  The reason the value is the threshold for cell 

death is that the single-point analysis sets a single pixel as the minimum area of cell death.  

We have found that for a given data set (comparable cell culture conditions), this single-

point analysis indicated that no pixel achieved a ΔTave greater than the threshold ΔTave.   

 

 To support this single-point estimate approach, we devised two rigorous methods to 

determine threshold ΔTave values.  Both methods relied on information from the 

fluorescence (viability) images to identify laser-induced damage.  In a thresholding method, 

we used the total damaged area information from the fluorescence image to identify the 

spatial temperature rise map of the frame that corresponded to the damaged area.  The 

thresholding method identified the ΔTint at the periphery of the laser damaged area, 

identifying the ΔTave at the “boundary of death.”  In the second rigorous method, we used 

information from the fluorescence image to mask an ROI onto the thermal images, 

identifying the pixel coordinates, and temperature rises, that correspond to the boundary of 

death for that frame.  These average temperature rises at the boundary for frame n can be 

averaged with averages in frame n of other exposures of the same duration, regardless of 



15 

DISTRIBUTION A. Approved for public release; distribution unlimited   

 

irradiance.  These “averages of averages” for boundary of death temperature rises are used 

to calculate threshold ΔTave for each of the given exposure duration.   

 

 

 

   

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
Figure  11 Two rigorous methods for determining ΔTave values at the cell death boundaries using the in vitro retinal 

model. a) Threshold ΔTint overlay with damage image. b) ΔTint 3-D map for a single exposure showing location of 

threshold plane. c) Average threshold ΔTave of all pixels around boundary of death. d) Bar graph of calculated 

ΔTave values for 0.1 s, 0.25 s, and 1.0 s exposures. 

  

 The results of the two rigorous methods are summarized in Figure 11.  Notice that both 

ΔTave values for the 0.25 s data are 14 °C, the same as estimated in Figure 10.  The ΔTave 

values for the three exposure durations were not very different from each other, although 

the values obtained from the 0.1-s and 0.25-s data appear to differ by a statistically 

significant margin.  To obtain actual average ΔTave values, addition of the ambient 

temperature (35 °C) is needed.   

 

Our primary conclusions regarding the Microthermography study was that our method 

(high-speed microthermography spatially registered with fluorescence images of cellular 

viability) revealed that the best temperature metric for describing the threshold for death is 

the threshold ΔTave.  Also, the threshold ΔTave at which photothermal damage occurs in our 

in vitro retinal model is conserved (at least for the range of 0.1 – 1.0 s), and is independent 

of laser power density and absorption properties of the sample.  These results have been 

published as posters (Biophotonics in SA
22

 and ARVO
23

), a presentation at the First Annual 

Symposium for DE Bioeffects, a SPIE Proceedings,
24

 and a manuscript for a peer-reviewed 

article.
25
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As mentioned above in the description of the AFOSR hormesis project, we recorded 

microthermography data during preconditioning experiments using the 0.93-mm 514-nm 

laser beam.  We performed 16 replicate 

exposures (over two days) for each sample 

type (no PC is the control) at an irradiance of 

68 W/cm
2
 (approximately ED45). Figure 12 

summarizes our results.   

 

Notice the effect of the three ways of 

preconditioning the RPE cells.  The normal 

preconditioning method (after artificially 

pigmenting) made the cells more sensitive to 

the laser exposures the following day.  

However, if the cells and MPs were PC 

separately, and added together 1-hr later, there 

was a marked protection of the cells the 

following day.  These results indicate that the 

effect of preconditioning the cells and MPs 

separately primarily reduced the size of the 

damage zones induced by the laser exposure.  

Figure 12 c proves that the cells at the 

boundary were dying at the same threshold 

ΔTave regardless of PC.  This indicates that the 

cell’s “thermostat” for thermal death was 

unaltered by the PC, and further implies that 

the change in the sensitivity to the laser 

exposure was an altered absorption by the 

MPs. 

 

 

 

 
Figure  12 Microthermography of preconditioned RPE 

cells.  a) The percentage of positive damage events due to 

exposure of the in vitro retinal model to the 0.93-mm, 514-

nm laser.  b) The damaged areas for the 16 replicate 

exposures were summed and compared to the control 

sample type.  c) The average threshold ΔTave values for 

each of the boundaries of death for the control and 

preconditioned cells. 

 

 

 

The microthermography results of preconditioning have not been published, but are 

expected to be written as a companion article to the basic microthermography research 

article in a peer-reviewed journal.
26

  The preconditioning data will be presented in an 

invited talk at BiOS 2009 even though no mention was made in the SPIE Proceedings 

paper.
24
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Additionally, there were projects by 711 HPW military personnel that used the in vitro 

retinal model,
27,28

 and the continued collaboration with Dr. Randy Glickman (UTHSCSA) 

has also produced additional publications attributable to the In Vitro Bioeffects Team and 

facilities.
29-30

 

 

 

1.02  Bridging Study 

The Bridging Study was designed to assess the potential of a new animal model for 

retinal laser damage, the cynomolgus monkey (Macaca fascicularis).  The hope was that 

laser damage thresholds (MVL ED50 values) at the cynomolgus retina would approximate 

the threshold values (some already determined) in the rhesus monkey model (Macaca 

mulatta), which has been the model of choice for laser bioeffects for decades.  If 

comparable, the cynomolgus model would relieve the current cost and availability problems 

associated with using rhesus animals.   

 
Table 2 Comparative Ocular biometric data from cynomolgus, rhesus, and humans. 

 

 

 

 

In the initial stages of the Bridging Study, NG provided leadership in the form of a 

Principal Investigator, but as the project matured this level of leadership was provided by 
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711
th

 HPW/RHDO.  Our technical staff continued to provide quality support on projects 

involving live animals, including laser technicians and board-certified animal technicians.   

 

Table 2 (taken from reference 31) provides some comparative ocular biometric data 

from cynomolgus, rhesus, and human eyes.  It is apparent that both the rhesus and 

cynomolgus eyes are smaller than the human eye in many respects, although the 

cynomolgus globe is to a greater extent.  

 

Experimental data (MVL ED50) were taken for laser exposure parameters expected to 

generate damage by photothermal, photochemical, or photomechanical mechanisms.  In 

some cases, data were collected from both cynomolgus and rhesus subjects. 

 

The 12-ns exposures at 1064 nm in the cynomolgus were representative of 

photomechanical damage, and were compared with the 7-ns threshold values in the 

rhesus.
31

  The MVL ED50 values for the retinas of both monkeys were very close (28.7 vs 

28.5 µJ, and 19.1 vs 17.0 µJ for 1-hr and 24-hr post-exposure, respectively).  The 

conclusion, therefore, is that for photomechanical damage mechanisms the cynomolgus 

model shows promise as an alternative to the rhesus model.
91

   

 

In order to be a complete model for the study of retinal damage, experiments on 

cynomolgus should also provide favorable data for exposures leading to photothermal and 

photochemical damage.  Both photothermal and photochemical damage were detected 

(observed for damage at both 1-hr and 24-hr post-exposures) at 413 nm using two different 

exposure durations (0.1 s for thermal and 20 s for photochemical), and data were taken 

from both animal models.  These results were presented at the 2005 ILSC.
32

 

 

  The results in cynomolgus at 413 nm were unexpected, in that the ratio of radiant 

exposure for the 20 s and 0.1 s exposure thresholds was only about 15.  The corresponding 

comparison in the in vitro model gave a ratio of over 100.  Unfortunately, the Ophir 

photodiode power detectors used in this study were found to be terribly out of calibration 

during use in an AFOSR project.  The detectors had gone for calibration between the 

Bridging and AFORS projects, so the status of the detectors during the Bridging study 

remains unknown.     

 

Experiments were performed using lasers at 532 nm and 647 nm, observing damage at 

1-hr post-exposure, with exposure durations of 0.1 and 5.0 s, respectively.  Collectively, the 

results for visible laser wavelengths are to be presented at the 2009 ILSC.
33

  The basic 

conclusion regarding the Bridging Study is that cynomolgus would be expected to be a 

suitable substitute for rhesus for photomechanical damage mechanisms, but that more data 

must be taken at all wavelengths due to uncertainties in sample number and equipment 

issues. 

 

 

 



19 

DISTRIBUTION A. Approved for public release; distribution unlimited   

 

1.03  HALTing Study 

 The HALTing experiments were a series of animal MVL and human perception 

experiments at a laser wavelength of about 2 µm funded by JNLWD.  In HALTing phase I, 

much of the work was subcontracted to Dr. A. J. Welch’s group at the University of Texas 

at Austin (porcine skin MVL threshold study) and General Dynamics (human use study).  

The animal study was performed to determine safe levels of exposure prior to the human 

experiments.  The results of Phase I were published as an Air Force TR,
34

 and the animal 

MVL experiments were also published in a SPIE Proceedings,
35

 and two journal 

articles.
36,37

 

 

 HALTing Phase III focused on corneal exposures, and again Dr. Welch’s group at UT 

Austin was involved.  Dr. Oliver (711
th

 HPW/RHDO) was also interactively involved in the 

animal study.  The laser parameters varied in the analysis were spot size (1.17 mm and 4.02 

mm diameters at 1/e
2
), exposure duration (0.1 s, 0.25 s, 0.5 s, 1.0 s, 2.0 s, and 4.0 s), and 

radiant exposure (ranged as necessary for Probit ED50 threshold analysis).  Damage 

assessments (MVL) were done at 1 hr and 24 hr post-exposure, and some histopathologic 

assessments were made.  Temperature responses were also recorded using thermography.  

Results were published as two SPIE Proceedings,
38,39

 and two more journal articles.
40,41

   

 

 The in vitro bioeffects group performed laser exposures (same laser source) on corneal 

simulants generated in the cell culture facility at 711
th

 HPW/RHDO.  The experimental plan 

was to determine and compare the in vitro ED50 threshold for a 4-mm beam, 0.25-s 

exposure, and 1 hr post-exposure damage assessment with the in vivo data.  The in vitro 

project was, however, funded by JNLWD as an LIP project (see below).  Basically, there 

was very good agreement in the threshold irradiance values between the animal (9.5 

W/cm
2
) and cell (12.5 W/cm

2
) models.  The in vitro threshold was between the lower and 

upper fiducial limits (95% confidence) for the animal threshold (6.6 W/cm
2
 and 17.0 

W/cm
2
, respectively).   

 

 

1.04  HEL Bioeffects (and University Collaboration) 

 Much of the work on the HEL Bioeffects project during the period of performance of 

the TO 009 contract was contributed by Drs. Gavin Buffington and Kenneth Trantham in 

the Department of Physics at Fort Hays State University (subcontracts), and Lt./Ms. 

Rebecca Vincelette.  Dr. Buffington continued his expert support of the computational 

biophysics program at 711
th

 HPW/RHDO, while Dr. Trantham and Ms. Vincelette worked 

on the modeling and experimental detection (dual beam configuration of Z-scans) of 

thermal lensing by NIR lasers.  Dr. Buffington’s support was continued under the scope of 

other projects within TO 009 (such as University Collaboration), Ms. Vincelette 

transitioned to a NG employee (briefly) and then a student at UT Austin, and has continued 

to pursue the analysis of thermal lensing in the eye under the Laser Glare Systems 

Bioeffects and IR Safety Standards projects on TO 009. 

 

 In addition to an Air Force Technical Report,
42

 proceedings
43

 and journal articles were 

published in Health Physics
44

 and the Journal of Laser Applications
45

 incorporating the 

ocular damage studies made by Dr. Joe Zuclich.  The studies also provided data for 
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discussion at the laser safety committees with regard to making changes to the ANSI 

Standard.  This body of work is especially significant because there is a very large gap (> 1 

order of magnitude) between the current MPE and the MVL data of Zuclich, et al., in the 

wavelength range important for applications of the HEL systems. 

 

 Other work on the HEL Bioeffects project line was in the form of a subcontract to 

Florida International University (FIU).  The work was summarized in an Air Force 

Technical Report
46

 titled “Experimental Characterization of NIR Laser Energy Absorption, 

Scattering, and Transmittance in Biological Tissue,” written by Drs. Laffitte and Roelant.  

The Florida group studied the optical properties of skin tissues (thick and thin) at 1064 nm 

and 1313 nm.  A key issue that required resolution before optical properties could be 

calculated from the experimental data (such as reflectance and transmittance using an 

inverse adding-doubling model) was the measurement of sample thickness.  The two 

integrating spheres purchased by the FIU group were transferred to 711
th

 HPW/RHDO, 

where they have been used in a dual-integrating spheres configuration to determine 

scattering and absorption properties of the in vitro retinal model at various wavelengths and 

levels of pigmentation (see section on Laser Glare Systems Study).   

 

 The computational physics projects eventually transitioned to a project called 

University Collaboration because of the support by such universities as Fort Hays State and 

Pittsburg State.  In addition to these subcontract relationships with the RHDO 

Computational Biophysics Group, a growing collaboration has been established with 

Trinity and Clemson Universities as well.  Two seminal Air Force Technical Reports have 

come from the unique collaborations within this group,
47,48

 as well as numerous 

presentations at the three annual Computational Biophysics Symposia.   

 

Additional publications arising from work under the HEL Bioeffects/University 

Collaboration projects are provided.
49-62
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1.05  Laser Glare Systems Study 

 This JNLWD-funded project focused on methods for enhancing the glare effects from 

visible lasers, with potential applications on the battlefield for non-lethal deterrence of 

adversaries.  Tasks within the scope and funding of the LGS study included a detailed 

literature search for physical and optical parameters to be used in the modeling laser-tissue 

interactions, the experimental determination of pigment-dependent linear absorption and 

scattering information using the in vitro retinal model, and the computational modeling of 

laser beam propagation at various wavelengths.  The lack of follow-on funding precluded 

the continuation of the project beyond these milestones, although the laboratory was set up 

and ready to perform a human use experiment. 

 

 Interim reports that include the literature search and cell culture experiment were 

written but not formally published.   The laboratory measurement of pigment-dependent 

absorption and scattering data using the in vitro retinal model used a dual-integrating 

spheres approach.  Variable parameters included the depth of buffer above the RPE cells (0, 

0.3 mm, 1.4 mm, and 2.5 mm), the degree of pigmentation (0, 70, 150, 294, 593, and 878 

MPs/cell), and wavelength of laser light (532 nm, 1064 nm, and 1313 nm).  From our data, 

we calculated (accounting for Fresnel reflective losses) at each combination of parameters 

the values for diffuse reflection (Rd), diffuse transmittance (Td), through transmittance (Tt), 

absorption (A, -log T), and absorption coefficient (-ln T/thickness of sample) by the cell 

monolayer.  The calculated absorption coefficients for the cells at the three wavelengths 

followed the expected trend for linear absorption of melanin (greatest absorption at shorter 

wavelengths), except for one instance.  That instance was for the case of no added MPs.  

Non-pigmented cells had a greater absorption coefficient at 1313 nm than both 532 nm and 

1064 nm.  We hypothesize this to be due to greater absorption by water at 1313 nm, and 

“water exclusion” from the cytoplasm by the MPs when present in the cells.   

 

 We also measured diffuse reflection from two intact rabbit globes at each of the three 

laser wavelengths.  Our results indicate similar Rd values at 532 nm and 1313 nm, but the 

Rd value at 1064 nm was about 1.5 times greater than that.    

 

 Figure 13 summarizes our dual-integrating spheres data.  The inset to the figure is a 

plot of the slopes of the logarithmic functions of the main figure, versus their respective 

cellular MP density.   
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 We wanted to compare these results with absorption coefficient values previously 

obtained using cells grown (and pigmented) on glass slides and absorbance measurements 

obtained in a spectrophotometer.  Again, we varied pigmentation and the wavelength for 

which absorbance values were measured.  Figure 14 shows the analysis of the data from the 

spectrophotometer.  When we combined the results of Figures 13 and 14 we see that the 

linear trend found in Figure 13 (inset) is also followed for the entire data set (Figure 15). 

 

 

 

 

 
Figure  13 Linear absorption coefficients (dual integrating spheres) in the in vitro retinal model as a function of 

laser wavelength and cellular MP density.  
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Figure  14 Absorption coefficient data from a spectrophotometry study. 

 

 

 

 The results of 

Figure 13, and the 

literature searches, were 

used for modeling beam 

propagation and thermal 

lensing.  In addition, we 

have used Figure 15 to 

determine absorption 

coefficients at various 

wavelengths and 

pigmentation density for 

computational modeling 

and simulations for the 

in vitro retinal model 

(eg. Photochemical and 

Photothermal Damage at  

413-nm project). 

 
Figure  15 Combined data from Figures 13 and 14, showing linearity 

and matching fit of the data. 

 

 

 Overall, we conclude that there were some pigment dependent scattering at all three 

wavelengths of the LGS study in our artificially pigmented cell cultures.  Overall, the total 

scatter of the cultures was less than one percent when no intracellular melanosomes were 

present, but this value increased with increasing MP/cell densities.  There was between 8 – 
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16 % total scatter in the cells containing the highest MP/cell densities.  The predominant 

form of scatter (65 % or greater) was diffuse transmittance.  The absorption of the laser 

light was very wavelength dependent, and for the 532 nm light it was greatly dependent 

upon the concentration of melanosomes too.  There was no measurable melanin absorption 

at either 1064 nm or 1313 nm.  The absorption of buffer at 1313 nm was very close to 

published values of water.  Finally, it was interesting to see that the absorption coefficient 

data from the dual-integrating spheres experiment matched the bulk absorption coefficients 

obtained using the spectrophotometer (i.e. combined data were linear in Figure 15). 

 

 

1.06  IR Laser Bioeffects 

 Reports and manuscripts describing the results of many legacy IR Laser Bioeffects 

projects were published after or around the time of the start of TO 009, and have been 

included in this TR.
63-74

 

 

 The Terawatt project was a skin project (chamois and porcine) that studied the 

damaging effects of sub-50-fs pulses at 810 nm.  It was found that multiple self-focusing 

(SF) filaments were generated from 1 – 2 TW power (threshold of 8 mJ) and the damage 

associated with the TW laser system was due to interaction of these SF filaments and the 

skin.  The porcine skin ED50 values for the single 44-fs laser exposures were 8 mJ and 21 

mJ at 1-hr and 24-hr post-exposure, respectively.  The results of the TW project were 

published as a SPIE Proceedings
75

 and an article
76

 in Lasers in Surgery and Medicine. 

  

 Both the LIP and OFT projects are skin projects (porcine) defining both spot-size and 

exposure duration dependencies at laser wavelengths of about 2.0 µm and 1.07 µm, 

respectively (Table 3).  In order to increase the biological diversity in the data sets of each 

project, each time the group did an experiment, they exposed the pig flank with exposures 

from both lasers.   
      Table 3 Summary of NIR skin studies at 1.07 and 1.94 µm.   
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 Some of the conclusions from these skin MVL studies, as well as the corneal studies at 

1.2 µm and 1.94 µm (see HALTing Studies above), are as follows.  Comparisons of 

threshold ED50 values, it is apparent that the damage mechanisms at 1.07µm and 1.94 µm in 

skin are different than those in the cornea at the similar wavelengths.  Also, for 1.07 µm 

skin exposures, spot sizes above 0.5 cm appear to little effect on threshold fluence values.  

Likewise for cornea exposures at 1.94 µm, damage was weakly dependent upon laser spot-

size when greater than 0.4 cm.  For extended skin exposures at 1.94 µm and large spot 

diameters, the resulting threshold values were very close to the MPE values, indicating a 

need to re-evealuate the MPEs under these laser parameters.  The results of the skin studies 

were presented at the inaugural Welch SPIE Symposium
77

 (2008), an extension of the SPIE 

series of conferences on behalf of Professor A. J. Welch.  These results were also presented 

at the 2008 Lasers on the Modern Battlefield conference.
78

  

 

 Another deliverable for the LIP project was an AF TR
79

 and an ED50 database, in the 

form of an EndNote library for damage across all frequencies found in the literature.  The 

EndNote library was linked to directories containing pdf files for the articles found in the 

literature searches.      

 

 In addition to the skin spot-size study, the LIP project studied threshold damage in the 

in vitro corneal simulants mentioned above in the HALTing discussion.  Thermography 

was also performed during the exposures of corneal simulants.  The results of the simulant 

data have been described in an Interim Report (not the AF TR format) and were published 

in a SPIE Proceedings paper.
80

  There was very good agreement in the threshold irradiance 

values between the animal (9.5 W/cm
2
) and cell (12.5 W/cm

2
) models.  The in vitro 

threshold was between the lower and upper fiducial limits (95% confidence) for the animal 

threshold (6.6 W/cm
2
 and 17.0 W/cm

2
, respectively).   

 

 

 

1.07  IR Safety Standards Project 

 From the results of the HEL Bioeffects ocular study,
42-44

 it was apparent that additional 

data in the range of 1100 – 1350 nm were needed to resolve the appropriate MPE values.  

Additional experiments were planned to identify whether or not thermal lensing plays a role 

in the unexpectedly high laser damage threshold values in and around this range of 

wavelengths.  The laser wavelengths evaluated for ocular damage in the study were 1110, 

1130, 1150, 1200, and 1319 nm.  The exposure durations for each were 0.1 s, except the 

1319-nm exposures (0.08 s).  The laser diameter at the cornea ranged from about 4 – 6 mm.  

There were also in vitro studies at these laser wavelengths designed to measure and model 

beam propagation through aqueous media, including the process of thermal lensing 

(blooming).  Combined, these results have been (or will be) reported in articles at peer-

reviewed journals
81,82 

and presented at major conferences.
83-87

    

 

 The Bioeffects Group benefited by two adaptive optics devices for ocular imaging that 

are products of SBIR awards.  One device is an AO-SLO and the other is an AO-OCT
88-90 

imaging system.  For the most part, at least one of the two devices was used to monitor the 
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progression of damage lesions in all of the NHP eyes post-exposure (1100 – 1350 nm).  The 

imaging results will be reported in a 2009 SPIE proceedings paper.
91

 

 

 

 

1.08  Navy Collaboration Project 

Northrop Grumman provided both Principal Investigator (Dr. Clarence Cain) and laser 

technician support to run experiments using a terawatt amplifier system for a project funded 

through the Navy Research Laboratory.  At the time of the experiments, the laser system 

was considered to have top end capabilities for the study of nonlinear processes.  The 

project gained considerable notoriety among top-level executives and officers, and Dr. Cain 

hosted several tours and presented his work at conferences and briefings.  The results of this 

project are presented at DEPS
92

 in 2006.  

 

 

 

1.09  Other Support 

 Northrop Grumman provided laboratory and/or consultative support to a number of 

small projects, such as the Terahertz Bioeffects collaborative research with 711
th

 

HPW/RHDR, Laser Stimulation of Action Potentials (LSAP phases I and II), Sub-lethal 

Photochemical Effects in Cultured Skin (SPECS), Non-Uniform Refractive Scattering 

Estimate (NURISE) modeling, Laser-RF Model Integration (beam propagation modeling), 

and a joint project with RHDJ called the Capsaicin/Laser Combined project.  This diverse 

scope of support exemplifies the wide range of background of professionals within the NG 

workforce.  Collectively, the publications arising from these projects are provided.
93–102
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